
LB Threaded Condulets 
(Body-Cover & Gasket) 

ARTMARK  
Cat. No. 

Size Standard 
Carton Weight/  

Ctn. Std. 
(Lbs.) 

Dimensions 

A B C D 
in (“) mm 

In (“) mm In (“) mm In (“) mm In (“) mm 

ARTLB050ACGUL 1/2“ 12.7 50 16.2 4.36 110.7 2.15 54.6 1.35 34.3 1.37 34.8 

ARTLB075ACGUL 3/4” 19.1 20 8.4 4.98 126.5 2.36 60 1.55 39.3 1.65 42 

ARTLB100ACGUL 1“ 25.4 50 29.6 5.81 147.5 2.68 68 1.76 44.6 1.89 48 

ARTLB125ACGUL 1¼“ 31.8 8 9.3 7.80 198.2 3.43 87 2.52 64.1 2.68 68 

ARTLB150ACGUL 1½“ 38.1 8 10.1 7.76 197.1 3.63 92.3 2.54 64.5 2.68 68 

ARTLB200ACGUL 2“ 50.8 4 9.1 9.84 250 4.33 110 3.15 80 3.43 87.1 

ARTLB250ACGUL 2½“ 63.5 1 4.8 12.60 320 5.20 132 4.50 114.3 3.98 101 

ARTLB300ACGUL 3“ 76.2 1 5.1 12.56 319 5.64 143.3 4.50 114.2 4.52 114.7 

ARTLB400ACGUL 4“ 101.6 1 7.1 15.55 395 6.73 171 5.59 142 5.57 141.5 

Applications: 
LB threaded condulet body are used to access cables, pull, 
inspect and provide maintenance on a wiring system where 
the channeling could change direction. It includes threaded 
hubs for use with IMC or rigid pipe or with EMT pipe with the 
use of an EMT connector. 
 
Available Sizes:  
½”, ¾”, 1”, 1¼”, 1½”, 2”, 2½”, 3” & 4” 
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E328240 

APC Fittings 

Construction: 
Body & cover are made of die cast aluminum copper free, light 
weight, and corrosion resistant. APC Condulets can be installed where UL listed product is required. 

11315 NW 36 TER  Miami, Fl 33178  Tel: (305) 715-9800  Fax: (305) 715-9988 
http://www.artmark.com 



ARTMARK  
Cat. No. 

Size Standard 
Carton Weight/  

Ctn. Std. 
(Lbs.) 

Dimensions 

A B C D 
in (“) mm 

In (“) mm In (“) mm In (“) mm In (“) mm 

ARTLL050ACGUL 1/2“ 12.7 50 15.1 4.37 111 2.11 53.6 1.35 34.3 1.37 34.8 

ARTLL075ACGUL 3/4” 19.1 20 9.1 5.10 129.5 2.32 59 1.55 39.3 1.65 42 

ARTLL100ACGUL 1“ 25.4 50 29.5 5.91 150 2.40 61 1.76 44.6 1.89 48 

ARTLL125ACGUL 1¼“ 31.8 8 9.7 7.76 197.1 3.39 86.1 2.52 64.1 2.68 68 

ARTLL150ACGUL 1½“ 38.1 8 9.6 7.85 199.5 3.39 86.1 2.54 64.5 2.68 68 

ARTLL200ACGUL 2“ 50.8 4 8.3 9.88 251 4.09 104 3.15 80 3.43 87.1 

ARTLL250ACGUL 2½“ 63.5 1 4.1 12.60 320 5.83 148.1 4.50 114.3 3.98 101 

ARTLL300ACGUL 3“ 76.2 1 4.2 12.60 320 5.83 148 4.50 114.2 4.52 114.7 

ARTLL400ACGUL 4“ 101.6 1 7.4 15.63 397 7.60 193 5.59 142 5.57 141.5 
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LL Threaded Condulets 
(Body-Cover & Gasket) 

11315 NW 36 TER  Miami, Fl 33178  Tel: (305) 715-9800  Fax: (305) 715-9988 
http://www.artmark.com 

Applications: 
LL threaded condulet body are used to access cables, pull, 
inspect and provide maintenance on a wiring system where 
the channeling could change direction. It includes threaded 
hubs for use with IMC or rigid pipe or with EMT pipe with the 
use of an EMT connector. 
 
Available Sizes:  
½”, ¾”, 1”, 1¼”, 1½”, 2”, 2½”, 3” & 4” 

Construction: 
Body & cover are made of die cast aluminum copper free, light 
weight, and corrosion resistant. APC Condulets can be installed where UL listed product is required. 



ARTMARK  
Cat. No. 

Size Standard 
Carton Weight/  

Ctn. Std. 
(Lbs.) 

Dimensions 

A B C D 
in (“) mm 

In (“) mm In (“) mm In (“) mm In (“) mm 

ARTLR050ACGUL 1/2“ 12.7 50 15.1 4.37 111 2.11 53.5 1.35 34.3 1.37 34.7 

ARTLR075ACGUL 3/4” 19.1 20 9.5 5.06 128.5 2.29 58.1 1.55 39.3 1.63 41.5 

ARTLR100ACGUL 1“ 25.4 50 30.1 5.79 147 2.43 61.6 1.76 44.6 1.89 48 

ARTLR125ACGUL 1¼“ 31.8 8 9.9 7.76 197 3.39 86 2.52 64.1 2.68 68 

ARTLR150ACGUL 1½“ 38.1 8 9.4 7.83 199 3.41 86.5 2.54 64.5 2.69 68.2 

ARTLR200ACGUL 2“ 50.8 4 8.4 9.88 251 4.07 103.5 3.15 80 3.44 87.4 

ARTLR250ACGUL 2½“ 63.5 1 4.4 12.64 321 5.85 148.5 4.50 114.3 3.98 101 

ARTLR300ACGUL 3“ 76.2 1 4.5 12.60 320 5.85 148.5 4.50 114.2 4.43 112.5 

ARTLR400ACGUL 4“ 101.6 1 7.4 15.63 397 7.60 193 5.59 142 5.57 141.5 
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APC Fittings 

LR Threaded Condulets 
(Body-Cover & Gasket) 

11315 NW 36 TER  Miami, Fl 33178  Tel: (305) 715-9800  Fax: (305) 715-9988 
http://www.artmark.com 

Applications: 
LR threaded condulet body are used to access cables, pull, 
inspect and provide maintenance on a wiring system where 
the channeling could change direction. It includes threaded 
hubs for use with IMC or rigid pipe or with EMT pipe with the 
use of an EMT connector. 
 
Available Sizes:  
½”, ¾”, 1”, 1¼”, 1½”, 2”, 2½”, 3” & 4” 

Construction: 
Body & cover are made of die cast aluminum copper free, light 
weight, and corrosion resistant. APC Condulets can be installed where UL listed product is required. 



ARTMARK  
Cat. No. 

Size Standard 
Carton Weight/  

Ctn. Std. 
(Lbs.) 

Dimensions 

A B C D 
in (“) mm 

In (“) mm In (“) mm In (“) mm In (“) mm 

ARTT050ACGUL 1/2“ 12.7 40 16.2 4.83 122.6 2.09 53 1.42 36 1.42 36 

ARTT075ACGUL 3/4” 19.1 20 10.9 5.40 137.2 2.24 57 1.64 41.7 1.64 41.7 

ARTT100ACGUL 1“ 25.4 50 31.2 6.20 157.6 2.54 64.5 1.90 48.2 1.90 48.2 

ARTT125ACGUL 1¼“ 31.8 10 11.1 8.23 209 3.42 86.8 2.65 67.3 2.65 67.3 

ARTT150ACGUL 1½“ 38.1 10 9.8 8.23 209 3.46 88 2.72 69 2.72 69 

ARTT200ACGUL 2“ 50.8 4 7.9 10.20 259 4.07 103.3 3.43 87 3.43 87 

ARTT250ACGUL 2½“ 63.5 1 4.7 13.07 332 5.85 148.5 3.98 101 3.98 101 

ARTT300ACGUL 3“ 76.2 1 4.3 13.07 332 5.85 148.5 4.49 114.1 4.49 114.1 

ARTT400ACGUL 4“ 101.6 1 7.6 16.22 412 7.60 193 5.53 140.5 5.53 140.5 

11315 NW 36 TER  Miami, Fl 33178  Tel: (305) 715-9800  Fax: (305) 715-9988 
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T Threaded Condulets 
(Body-Cover & Gasket) 

Applications: 
T threaded condulet body are used to access cables, pull, 
inspect and provide maintenance on a wiring system where 
the channeling could change direction. It includes threaded 
hubs for use with IMC or rigid pipe or with EMT pipe with the 
use of an EMT connector. 
 
Available Sizes:  
½”, ¾”, 1”, 1¼”, 1½”, 2”, 2½”, 3” & 4” 

Construction: 
Body & cover are made of die cast aluminum copper free, light 
weight, and corrosion resistant. APC Condulets can be installed where UL listed product is required. 
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